
We remove your
dependence imports



We blend our love for our business with high technology and discipline. 
We are the first brand in Turkey to have its quality crowned with the 
“Certificate of Appreciation” by Abdi İbrahim.
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General Technical Information

The DKL-R150 pulverises granulated pharmaceutical raw material by reducing it to 
various sizes with replaceable sieve.

- Product feeding hopper size 300 x 300mm
- Maximum granule size 28mm (interchangeable)
- Machine maximum dimensions 940 x 1320 x 1630mm
- Product feed motor (Asynchronous) 1390Rpm, 0.55kW
- Product feed reducers 1:53 ratio
- Product feeding screw 10-50Rpm
- Crushing knife motor (Asynchronous) 2880Rpm, 4kW
- Crushing blade 1750-4000Rpm
- Movable portable cabin
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DKL - R150

- The metals used are made of 316L stainless steel.

- The digital display has an easy-to-use interface.

- Granulated drug raw material can be conveyed to the crusher 
blade and pulverised in different sizes with sieves with different 
gaps.
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-The drug movement sections are connected with fasteners in a modular structure 
that can be disassembled and assembled.

-The connection of the modular sections is provided with magnetic safety sensors.

Crusher Sieve Machine
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DKL - R150

-Cubic volume design saves space.

-It is designed in dimensions that can pass through the doors between the rooms.

-In order to realise the working conditions, granule inlet and dust outlet sections are secured 
with railings.
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- The crusher blade is hidden in a protected cabinet.

- The crusher blade cabinet is protected by sensors.

With removable and replaceable crusher blade and sieve, different sizes of powder product can be
obtained.

Crusher Sieve Machine
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DKL - R150

- The systems in the cabin and hopper are assembled with clamps and fasteners.

- By adjusting the feed screw and crusher blade rotation speed, the amount of product to be 
crushed and the size of the powder can be changed.
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- The machine can be stopped in case of emergency with the EMG button.

- The movable cabin can be operated safely and stably with lockable wheels.

- Limited access to the engine compartment is provided with the keyed cab cover.

Crusher Sieve Machine
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